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KEY FEATURES 

1, 2, 5.5 and llMBps 
wireless connectivity rates 

64 bit/128 bit 
WEP encryption 

Supports up to 64 
simultaneous users 

MAC address filtering 

SN MP management 



T h e AT- WL 2400 wireless access point is designed for both 
small office and home users, with an operating range over 
1800 feet, acting as a bridge between the wired and 
wireless clients. Plug and Play compatibility with Allied 
Telesyn's AT-WR2411 for laptops and AT-WRPCI for 
desktop workstationsallowsall types of users access to the 
wireless network. 

The AT-WL2400 uses industry- standard IEEE 802.11b, 
supporting up to 11M pbsdata rates. With a sleek, profes- 
sional design and weight of less than eight ounces, the 
AT-WL2400 is designed for easy integration in home and 
small office environments. 

TheAT-WL2400 provides mobility not found in traditional 
wired networks. Freeing users to operate their laptop 
anywhere with in the covered area. 

Frequent changes to the layout of an office impose 
added cost and facility resources for installing new 
wired conduit and network cabling. TheAT-WL2400 
simplifies this process and allows for more flexibility in 
expanding locations. 

Sites not conducive to LAN wiring, such as older, or 
temporary buildings, are now able to provide a level 
of network access not previously available. 



Instead of using traditional cabling to create a network, 
this 11M bps wireless LAN technology provides efficient, 
reliable wireless communication between multiple com- 
puters, appliances, and the Internet. It enables users 
to experience the many benefits of wireless LANs by 
allowing them to: 

• Provide network access in hard to wire locations 

• Provide easy network access in conference 
rooms and public areas 

• Ensure hassle-free connectivity in spaces 
that are frequently reconfigured 



ABOUT ALLIED TELESYN 

Allied Telesyn leads the world in network technologies 
for the access edge. Since the company's inception in 
1987, Allied Telesyn has been developing IP-based net- 
work products for use in video, voice and data networks 
at the metro edge, in education, government agencies and 
across the enterprise. Allied Telesyn's access, aggregation 
and core transport technologies range from simple 
Ethernet adapters, hubs and media converters to robust 
multi-layer Gigabit Ethernet switches and routers, wire- 
less systems, DTM and WDM transport solutions for 
delivering real-time voice, video and data. A Hied Telesyn's 
comprehensive support and professional service pro- 
grams are suited to meet the growing demands of today's 
switched broadband infrastructures. 



SERVICE & SUPPORT 

Allied Telesyn provides value-added support services for 
its customers under its N et.Cover SM programs. For more 
information on Net.Cover SM support programs available 
in your area, contact your Allied Telesyn sales represen- 
tative or visit our website. 

www.alliedtelesyn.com 
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SPECIFICATIONS 

Maximum channels: 

US & Canada 11 

Europe (ETSI) 13 



Maximum clients 



64 



Operating range: 

(Max.distance) 11Mbps 180m (590') 

(Max.distance) 5.5Mbps 300m (984') 

(Max.distance) 2Mbps 450m (1476') 

(Max.distance) 1Mbps 550m (1800') 

Cell separation 

(for roaming clients) 60m (197ft) between access points 

Data rate 1, 2, 5.5, 11Mbps per channel 

Network configuration LAN to access point to wireless card, 
access point to wireless card 

Operating frequecy: 

US & Canada 2.400-2.4835GHz 

Europe (ETSI) 2.400-2.4835GHz 



ENVIRONMENTAL SPECIFICATIONS 

Operating Temp. 0°C to 50° C (32° F to 122° F) 
Storage Temp. 0°C to 70°C(32°F to 158° F) 

Relative Humidity 5 to 85% non-condensing 

POWER CHARACTERISTICS 

Power supply: 

Input 110- 120v 

220- 240vAC 
50-60HZ 

Output 9V DC, 1A 

Output power > + 15dBm 

PHYSICAL CHARACTERISTICS 

Physical size 13.74cm x 10.8cm x 3.01cm 

(5.4" x 4.25" x 1.18") 
Weight 210g (7.4oz) 

STANDARDS AND COMPLIANCE 

Compliances CE Mark 

EN55022 Class B 
EN55024 

IEC 61000-42/3/4/6/11 



Sensitivity: 
1, 2, 5.5Mbps 
11Mbps 

LED indicators 



Min. -82dBm 

Min. -78dBm typical 

Power 

Ethernet Link/Activity 
Wireless Activity 



FCC Part 15(B) 
ETS 300 328 
RCR STD-33A 

CSA/NTRL (CSA 22.2 No. 950 & UL 1950) 
EN60950 



Network management Windows 98/Me/NT/2000 SNMP 

Operating system Windows 98/Me/NT/2000 

Encryption 64-bit/ 128-bit WEP 

Modulation CCK, BPSK, QPSK 



Emissions 
Safety 

Vibration/Shock/Drop IEC 68-2-34/IEC 68-2-32 
Standards IEEE 802.3 lOBaseT, IEEE 802.11b 

Warranty 2 YRS 



ORDERING INFORMATION 

AT-WL2400 

802.11b wireless access point 



USA Headquarters: 
European Headquarters: Via 

www.alliedtelesyn.com 



Creek Pkwy, Suite 200, Bothell, WA 98011, USA Tel: 800.424.4284 Fax: 425.481.3895 

otta 24, 6830 Chiasso, Switzerland (Corporate) Tel: (+ 41) 91 697.69.00 Fax: (+ 41) 91 697.69.11 
(European Sales) Tel: (+ 39) 02 414.112.1 Fax: (+ 39) 02 414.112.61 
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w Allied Telesyn 

Simply connecting the ((?) world 



